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Specification
Processor CPU onboard Freescale MX6 series
RAM Technical Architecture onboard 1G DDR3
Network Controller Gigabit network,RJ45 port
Hardware Monitor Watchdog timer 0-255 second,offer watchdog routine 

Storage EMMC 4G/8GeMMC
SD support starting function SDIO

Input/output port onboard port

reset,power switch
COM0 debug port
2 RS232 and 4 RS232/RS485
1 USB OTG,3 USB HOST
2 CAN port

Display

HDMI 1 channel
LVDS two channel 24 bits
LCD 18bit TTL LCD
Touchscreen 4 wire resistance touchscreen

Power power type
DC 12V input,support power reverse and overvoltage 
protection
Power port 5.08mm

Power Consumption 2.5W

Operating 
Enviorment

Operating  -20ºC-70ºC
Storage Temperature  -40ºC-80ºC
Operating Humidity  0%-90% relative humidity, no condensation
Storage Humidity  0%-90% relative humidity, no condensation

Apperance 
Dimension

Dimension 146*101mm
Weight 0.2kg

Extension Port Quantity Remarks
USB 1

Can extend USB,serial 
port,WIFI,GPS,CAN,3G,AD,DA,GPIO etc according to 
requirement.

I²C 1
SPI 2
GPIO 32
SDIO 1
PWM 2

Features:
-adopt Freescale and high expansibility multi core series application processor which is
based on ARM Cortex-A9 architecture
-2 RS232, 4 RS232/RS485optional,2 CAN,2 net ports, 3 USB,2 channel SPI,38 channel
general input and output etc.
-support mini-PCIE module
-Build-in RTC and watchdog
-support 12VDC or 24VDC power input


