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Feature:
-Freescale Cortex A9 i.MX6 CPU
- Gigabit LAN
-support 24-bit LVDS and HDMI display
-support 1 Mini-PCIE, 1 SATA,1 SD card socket
-5 ports, 6 USB
-DC12V power supply

GEA-6308 ARM Embedded Mainboard

Processor CPU         Freescale Cortex A9 i.MX6 single-core、dual-core、quad-core 
optional

RAM Capacity 1GB or 2GB DDR3 optional(default1GB)

Video
HDMI Support
LVDS Support two-channel 24bit output or single-channel 24bit output

Network
Controller Network1: RTL8211FDI gigabit lan card
WIFI Network2: BL-R8189RM2

Audio Controller WM8960GEFL Audio decode(left right sound track+ 
microphone+amplifier)

Hardware test watchdog timer Support

Input/output port
USB 6 (CompatibleUSB2.0 / 1.1)
serial port 5 (4 RS-232, 1RS-485)
GPIO 6bit,3-channel input 3-channel outnput (5V electrical level)

X bus Mini-PCIe 1个Mini-PCIe 1xslot+SIM card slot

Storage
eMMC  8G
SD card 1个SD slot
SATA 1 standard SATAII port(quad-core support)

Power Power type DC12V input,support Reverse supply protection

Operating 
Environment

Operating 0℃ ~ 60℃

Storage temperatur -20℃ ~ 80℃

Operating humidity 0% ~ 90% relative humidity, no condensation

Storage humidity 0% ~ 90% relative humidity, no condensation

System dimension 282*225mm
Certification FCC, CE, RoHS

Order information
Style NO. description

GEA-6308

Freescale Cortex A9 i.MX6 quad-core，1GB DDR3 RAM，8G 
EMMC，4*RS232,1*RS485，1*LAN,6*USB,DC 12V input

Freescale Cortex A9 i.MX6 dual-core，1GB DDR3 RAM，8G 
EMMC，4*RS232,1*RS485，1*LAN,6*USB,DC 12V input

Freescale Cortex A9 i.MX6 single-core，1GB DDR3RAM，8G 
EMMC，4*RS232,1*RS485，1*LAN,6*USB,DC 12V input

Specification


