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  Features GEA-83Android Embedded IPC

GEA-8303      ARM Embedded Computer
Freescale IMX6 series low power,high performance,rigorous reliability,Fanless Box PC

IMX6 DualLite 1 GHz CPU

Onboard 2GB RAM

Support HDMI display

2*Gbe LAN

USB RTL8189 2.4G WIFI module

Support China Mobile/Unicom/Telecom Module

4*USB2.0,1*OTG

4*RS485

1*EMMC 8/16G,1*Micro SD

DC +12V input

 Specification

Processor CPU IMX6 Dual Lite 1 GHz CPU compatible

Memory Architecture
DDR3 RAM
2GB

Display HDMI HDMI 1.4A standard,HDMI port,buit-in the chassis

LAN

Controller CPU internal integrated 1*GbE LAN,RJ45,front I/O 
RLT8111E GbE network,RJ45,front I/O

3G/4G

Support China Mobible/Unicom/Telecom
Module,Standard:
TE-TDD Quad-band 38/39/40/41;(China Mobile 
4G,Unicom/Telecom 4G)
LTE-FDD Dual-band Band 1/3;(Unicom/Telecom 4G)
TD-SCDMA Dual-band Band 34/39

H/W Monitoring Watchdog Timer 0-255 sec,provide watchdog routine

I/O

USB2.0 HOST 4-way USB2.0,front I/O
USB OTG 1-way OTG

Serial Port
COM 0 DEBUG port,MINI USB port
COM 1-COM4 3-wire RS485,
support TVS surge protection,3.5mm phoenix

Storage SSD EMMC 8GB EMMC optional
SD 1*Micro SD socket

Power

Power Type DC+12V input,support power reverse&overvoltages 
power connector 5.08mm,Back I/O

Power Indicator Front I/O
COM Indicator 4*RS485 lights on while communication(verse vesa)Back
Power Grounding M3 power gounding pole

Environment

Operating -20℃-70℃
Storage Temperature -40℃-80℃
Operating Humidity 0℃-90℃ ralative humidity,non-condensing
Storage Humidity 0℃-90℃ ralative humidity,non-condensing

Formfactor Dimensions 175*125*43MM
Compliant FCC,CE,RoHS compliant




